
Caution :You must read this before you  proceed

Club Chair
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Label Picture Description QTY

A Chair 1

B Wooden Leg 4

Label Picture Description QTY

① Washer Rings 7

Before Beginning Assembly:
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Step 1

This Club Chair has multiple parts and may require up to 30 minutes to

assemble. To give you an overview of the Club Chair parts, the above

picture is to help you put the various parts into perspective. Please read

through the instructions herebelow to familiarise the parts and steps before

assembly.

Position the Chair(A) on its back,as shown.

Unzip to open pouch and remove the 4 wooden legs(B), close the pouch.

FRONT FACING

Chair (A)

Wooden Leg (B)

Chair (A)
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Your Club Chair is ready for use.

This Club Chair can only be used on a flat, level surface.

Step 2

Step 3

Install Wooden Leg(B) into the Chair(A) by putting a Washer Ring(①) on

the threaded stem and then insert the threaded stem into the threaded hole

at each corner of the bottom of the chair.

Tighten by turning leg clockwise.

Repeat the same step to install the other three legs.

When assembling the Legs, the two BEVELLED Slant-Angled face of

wooden leg must be affixed to be inwards facing.

This is the same Position for both the FRONT and BACK pair for both

LEFT and RIGHT Legs - BEVELLED Slant Angled face of the wooden legs

are inward facing.
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